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1.0PROJECT DETAILS

Name of the Project
“Office/ Commercial building” by Andhra Pradesh
Industrial infrastructure Corporation. (APIIC)

Location
Mangalagiri (V & M), Guntur District, Andhra
Pradesh.

EC.No
SEIAA/AP/GNT/CON/04/2016/98Dated:
08.07.2016 Annexure 1

Total Plot Area 9179.3743 Sq m

Proposed Built Up Area 25287.0 Sq m

Total Green Belt Area 2951.33 Sq. m

Number of Blocks/floors
1 unit/ 2 Basements + (G+1) Podium + 10 Storey
Tower

Total Parking area 6549 Sq. m

Project Cost 70.0 Crores



4

2.0 SITE PHOTOGRAPH
Present condition of project
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3.0 SIX MONTHLY ENVIRONMENTAL CLEARANCE

COMPLIANCE STATEMENT

S. No Conditions Compliance

Part – A: Special Conditions

1. The proponent shall provide minimum

parking area as required under the provision

of G.O.Ms. No. 168, of MA & UD

Department, GoAP, dt. 07.04.2012 or as per

NBC or committed in the EMP whichever is

higher

Provided building plan has been approved

by IALA as per the CRDA rules.

2. The proponent shall provide the Sewage

Treatment Plant (STP) of 80 KLD. As the

treated effluent is proposed for recycle, the

suitable disinfection system is to be provided

in addition to the STP proposed in the EMP.

Sewage Treatment Plant (STP) is under

construction.

3. Dual plumbing system to be provided for

reuse of the treated effluent for flushing and

other proposes

Noted.

4. Solar energy systems to be planned to utilize

at least one third of the roof area

Accepted and is planned.

5. The building shall be designed for

compliance with earth quake resistance and

resisting other natural hazards

The building is designed as per the NBC

norms.
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S. No Conditions Compliance

6. The proponent shall use only fly ash based

products for construction, such as cement or

concrete, fly ash bricks or tiles or clay fly ash

bricks or bricks, blocks or tiles or cement fly

ash bricks or blocks or similar products or a

combination or aggregate of them as required

under MOEF notification S.O.763 (E) d

14.09.1999 amended thereof

Condition agreed upon. Photographs in

this regards is attached in Annexure-3.

7. Provision of rainwater harvesting (RWH) is

to be made for collection, usage and also for

ground water table maintenance

Accepted and will be constructed.

8. The proponent shall use only LED lights in

the common areas and internal roads

Accepted. APIIC will use LED lights in

the common areas and internal roads.

9. The proponent shall obtain required

clearance if any from all regulatory

departments including Fire Department,

before starting the construction

Fire NOC obtained and the same is

enclosed in Annexure-5

10. The proponent shall develop green belt in an

area not less than 10% of plot area in

addition to green belt in set-back areas

Accepted and followed. After completion

of construction Green belt will be

developed.

PART – B: Specific Conditions
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S. No Conditions Compliance

I. Constriction Phase

i. Provision shall be made for the housing of

the construction labour within the site with

all necessary infrastructure and facilities

such as safe drinking water, fuel for cooking,

mobile toilets, mobile STP, medical health

care, crèche etc. The housing may be in the

form of temporary structures to be removed

after the completion of the project. The safe

disposal of wastewater and solid wastes

generated during the construction phase

should be ensured

Provision has been made for the housing

of the construction labour within the site

with all necessary infrastructure and

facilities such as safe drinking water, fuel

for cooking, mobile toilets, mobile STP,

medical health care, crèche etc.

The safe disposal is planned for waste

water and solid waste generated during

the construction phase.

Photographs attached in Annexure-3

ii. A first aid room shall be provided in the

project both during construction and

operation of the project

FirstAid room is provided in the project

during construction.

iii. All the topsoil excavated during construction

activities should be stored for use in

horticulture/landscape development within

the project site

All the topsoil excavated during

construction activities is being stored for

use in horticulture/landscape development

within the project site.

iv. Disposal of muck during construction phase

should not create any adverse effect on the

neighboring communities and be disposed

taking the necessary precautions for  general

safety and health aspects of people, only in

approved sites with the approval of

competent authority

Muck generated during construction phase

is being disposed in approved site.
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S. No Conditions Compliance

v. Soil and groundwater samples will be tested

to ascertain that there is no threat to

groundwater quality by leaching of heavy

metals into the groundwater

Monitoring was carried out and test

results attached asAnnexure-4.The results

shows that there is no changein ground

water quality.

vi. Construction spoils, including bituminous

material and other hazardous materials, must

not be allowed to contaminate watercourses

and the dump sites for such materials must

be secured so that they should not leach into

the groundwater.

Construction spoils and other hazardous

materials are being sent to authorized

vendor.

vii. Any hazardous waste including biomedical

waste, if any, should be disposed of as per

applicable Rules and norms with necessary

approvals of the APPCB

Accepted and is being followed.

viii. The diesel generator sets to be used during

construction phase should be low sulphur

diesel type and should conform to E(P) Rules

prescribed for air and noise emission

standards

DGset is used as a backup source. BS IV

fuel is purchased and used.

ix. Vehicles hired for bringing construction

material to the site should be in good

condition and should conform to applicable

air and noise emission standards and should

be operated only during non-peak hours

Agreed and good condition vehicles being

used to bring construction materials to the

site and are conformed to the emission

standards.The vehicles will be operated

during non-peakhours only.
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S. No Conditions Compliance

x. Ambient noise levels should conform to the

residential standards both during day and

night as notified by the MoEF & CC, GOI

from time to time. Incremental pollution

loads on the ambient air and noise quality

should be closely monitored during

construction phase. Adequate measures

should be made to reduce ambient air and

noise level during construction phase, so as

to conform to the stipulated standards by the

CPCB

Noise monitoring was carried and results

attached as Annexure-4.A.

xi. Ready mixed concrete must be used in

building construction

Ready mixed concrete is used in building

construction.

xii. Strom water control and its reuse shall be as

per CGWB and BIS standards for various

applications

Agreed and Followed.

xiii. Permission to draw groundwater shall be

obtained from the competent Authority prior

to construction / operation of the project

Accepted and Noted.

xiv. Water demand during construction should be

reduced by use of pre-mixed concrete, curing

agents and other best practices referred

Condition agreed upon and is followed.

xv. Fixtures for showers, toilet flushing and

drinking should be of low flow either by use

of aerators or pressure reducing devices of

sensor based control

Condition agreed uponand is followed.
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S. No Conditions Compliance

xvi. Use of glass may be reduced by upto 40% to

reduce the electricity consumption and load

on air – conditioning. If necessary, high

quality double glass with special reflective

coating in window is to be used

Condition agreed upon followed. High

quality double glass with special reflective

coating will be used.

xvii. Roof should meet prescriptive requirement

as per Energy Conservation Building Code

by using appropriate thermal insulation

material to fulfill requirement

Roof perspective requirements will fulfill

as per ECBC.

xviii. Adequate measures to reduce air and noise

pollution during construction keeping in

mind CPCB norms on noise limits

Noted and followed.

xix. Opaque wall should meet prescriptive

requirement as per ECBC which is proposed

to be mandatory for all air – conditioned

spaces while it is aspirational for non-air

conditioned spaces by use of appropriate

thermal insulation material to fulfill

requirement

Opaque wall, ventilation, thermal

insulation materials will meet perspective

requirement as per ECBC.

xx. The approval of the competent authority

shall be obtained for structural safety of the

buildings due to earthquake, adequacy of fire

fighting equipments, etc., a s per  National

Building Code including protection measures

from lightening etc

Building is designed as per NBC norms.

The approval from competent authority is

obtained for structural safety.
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S. No Conditions Compliance

xxi. Regular supervision of the above and other

measures for monitoring should be in place

all through the construction phase, so as to

avoid disturbance to the surroundings.

Noted & is beeing followed.

II Occupational Phase:

Not applicable since the construction is not yet completed.

Part -C: General Conditions:

i. This order is valid for a period of 7 years. Accepted and noted.

ii. “Consent for Establishment” shall be

obtained from Andhra Pradesh Pollution

control board under Air and water Act before

the start of any construction work at site

Consent for Establishment obtained from

APPCB

Videorder No.418/APPCB/CFE/RO-

GNT/HO/2017,Dt.11.11.2017.

Annexure-7

iii. The proponent shall submit half-yearly

compliance reports in respect of the terms

and conditions stipulated in this order &

monitoring reports in hard and Soft copies to

the SEIAA and Ministry s Regional office,

Chennai on 1st June and 1st December of

each calendar year

Accepted and noted.
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S. No Conditions Compliance

iv. Officials from the region office of

MoEF&CC, Chennai who would be

monitoring the implementation of

environmental safeguards should be given

full Co-operation, facilitates and

documents/data by the project proponents

during their inspection. A complete set of all

the documents shall be submitted to the CCF,

Regional office. MoE&F, Chennai

Accepted and Noted.

v. In the case of any change (s) in the scope of

the project, the project would require a fresh

appraisal by this SEIAA. No further

expansion or modifications in the project

shall be carried out without prior approval of

the SEIAA,AP

Noted and will be adhere to.

vi. The project proponent shall submit the

copies of the environmental clearance to the

heads of local bodies, Panchayats and

Municipal bodies in addition to the relevant

offices of the Governments who in turn has

to display the same for 30 days from the date

of receipt

Condition complied.

vii The proponent shall obtain clearance from

fire department. All other statutory clearance

shall be obtained, as applicable by project

proponents from the competent authorities

Fire NOC is obtained and same is

enclosed as Annexure 5.
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S. No Conditions Compliance

viii. The project proponent should advertise in at

least two local newspapers widely circulated

in the region, one of which shall be in the

vernacular language informing that the

project has been accorded environmental

clearance and copies of clearance letters are

available with the Andhra Pradesh pollution

control Board. The advertisements should be

made within 7 days from the day of issue of

the clearance letter and a copy of the same

should be forwarded to the regional office of

the Ministry at Chennai

Condition Complied.

The advertisement copy is enclosed in

Annexure-6

ix. The funds earmarked for environmental

protection measures (Capital cost Rs. 12

Lakhs and Recurring cost Rs. 19.5 Lakhs

/annum) should be kept in separate account

and should not be divert for other purpose.

Year wise expenditure should be reported to

the SEIAA and Ministry’s Regional office

located at Chennai.

Noted and is being followed. Year wise

expenditure will be reported to the SEIAA

and ministry’s regional office located at

Chennai.

x. Any appeal against this Environmental

Clearance shall lie with the National Green

Tribunal, if preferred, within a period of 30

days as prescribed under Section 16 of the

National Green Tribunal Act 2010

Accepted and Noted.

Till now there is no appeal against this

EC.
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S. No Conditions Compliance

xi. The SEIAA may revoke or suspend the

order, if implementation of any of the above

condition is not satisfactory. The SEIAA

reserve the right to alter/modify the above

condition or stipulate any further condition in

the interest of environment protection

Accepted and Noted.

xii. Concealing the factual data or failure to

comply with any condition mentioned above

may results in withdrawal of this clearance

and attracts action under the provisions of

Environment (Protect on) Act, 1986 without

any prior notice

Accepted and Noted.

xiii. These stipulation would be enforced among

others under the provisions of water

(Prevention and Control of Pollution) Act,

1974, the Air (Prevention and Control of

Pollution) Act, 1981, the Environment

(Protection) Act, 1986, the public liability

(Insurance) Act, 1991 and EIA Not Fication ,

2006.

Accepted and Noted.
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4.0 ENVIRONMENTAL CLEARANCE SIX MONTHLY

REPORTS

It is mandatory to submit six month compliance report to MoEF Regional Office by the

proponent. For the purpose of obtaining six month compliance certificate the

environmental monitoring was carried out at site by M/s. Hubert Enviro Care Systems

Pvt.Ltdduring the period June 2017 - November 2017.

4.1 Ambient air quality monitoring

During construction phase particulate matter and gaseous emissions are likely to arise

from the site due to soil excavation, movement of vehicles and operation of DG sets etc.,

the ambient air quality parameters such as suspended Particulate Matter (PM10),

Reparable Particulate Matter (PM2.5), Sulphur dioxide, Oxides of Nitrogen (NOx) and

Carbon monoxide were monitored at 2 location. The total 12 test reports of ambient air

quality for the periodof June 2017 - November 2017is enclosed as Annexure -4.AThe

Ambient air quality has been monitored and it is observed that all the AAQ parameters

are within limits.

4.2 Ambient Noise level monitoring

During construction phase the ambient noise level likely to be generated due to

excavation, construction and movement of vehicles. 2 location was selected for

monitoring the noise level. The total 6 test reports of ambient noise recorded during the

period of June 2017 - November 2017is enclosed in Annexure-4.B.Noise levels are

within limits.

4.3 Ground water quality monitoring

During construction phase the ground water may get polluted due to infiltration of

rainwater mixed with soil contaminants in the site. The ground water was tested at 2

location for various water quality parameters including heavy metals. The 12 test reports

of bore well water collected and analyzed during the period of June 2017 - November

2017 is enclosed as Annexure-4.C.There is no change in water quality parameters.
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4.4 Soil quality monitoring

During construction phase soil contamination may occur due to oil spills from machinery,

during maintenance and operation of DG sets on site. 2 locationwas selected for

monitoring the soil quality. The Soil samples were collected and analyzed for nutrients

and heavy metals. The 12 test reports of soil samples collected and analyzed duringthe

period of June 2017 - November 2017is enclosed as Annexure-4.D.Soil quality remains

good.

5.0 CONCLUSION

1. The post environmental monitoring was carried out at site during the period of June

2017 - November 2017.

2. All the conditions stipulated in Environmental clearance will be implemented.

3. The monitored parameters of air, ground water and soil quality and noise levels are

within the stipulated standards.
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It,. ,
order No. SEIAA/ Ap/ GNr/CoN/ 04/ 2016 /e8 - tiir-.! fi--li.i f'r$l'll

Sub: SEIAA, AP - Proposed Construction of Office / Commercial Building by
' M/s.Andhra Pradesh Industrial Infrastructure Limited, at Mangalagiri (V&M),

Guntur Ditrict - Environmental Clearance - Issued - Reg. 
ifIFiiC . , ,I. This has reference to your application submitted on 26.05.2016, seeking Environmental

Clearance for the proposed Construction of Office / Commercial Building froject by
M/s.Andhra Pradesh Industrial Infrastructure Limited, at Mangalagiri (V&M), Guntur
Ditrict. The capital cost of the project is Rs. 70.0 Crores. 

Ii cE-r:5srr
III. It is noted that the proposal is for Construction Project in a tolal area of 9I79.374TSq.ir

[, total Built-up area is25287.0 Sq.m. Green area is 2951.33 Sq.m. The project consists of I Unit /
o€-y- 2 Basement + (G+1) Podium + 10 Storey Tower. Total Parking area is 6549 Sq.m.to park 131

four wheelers. The amenities to be provided includes Sewage Treatment Plants (STPs), Tot lots/
open spaces, MSW Segregation point, D.G. Sets for emergency supply -2x750 KVA etc.

I. fhe source of fresh water is Mangalagiri Municipality. The total water requirement during

at,\f occupational stage is 90.0 KLD. Out of that, fresh waterrequirement is 70.0 KLD & treated
t/- | ' waste water recycled is 20.0 KLD. Quantity of sewage generated is 76.0 KLD and it shall be

a *,42 . treated in a STP of capacity 80.0 KLD. The treated waste water is to be used for flushing the

ft(g *-tl. toilets, HVAC pu{poses; and development of greenery. The Solid waste generation is 440
L*tl \Sd) kglday, out of this 198 kglday of organic waste and 50 kglday of STP sludge will be treated in
\"f =, / nrcqnin nnnrrar-tr'rl qnA )A) kolAav nf rcr-wr:'lehle rveste rvill he senf to Arrthorizerl Recvclers;ez orgariic converted and 242 kglday of recyolable waste wili be sent to Authorized Recyclers
D)Z---"^ used oil and used batteries will be sent to Authorized Recyclers.

6':1i--''L-l IV. The proposal has been examined and processed in accordance with EIA Notification, 2006 & its
t\-:trr amendments thereof. The State Level Expert Appraisal Committee (SEAC) examined the

l,trtn*-proposal in its meeting held on 07.06.2016. The Representative of Project Proponent has

. attended the meeting. The Committee recommended for issue of EC to this Project by

WfX stipulation standard conditions applicable for Construction Projects. The State Level
'Dq'n*- 

Environment Impact Assessment Authority (SEIAA), in its meeting held on 20.06.2016

examined the proposal and the recommendations of SEAC, and decided to issue Environmental

Clearance. The SEIAA, A.P hereby accords prior Environmental Clearance to the project
as mentioned at ParaNo. I under the provisions of the EIA Notification 2006 and its subsequent

amendments issued under Environment (Protection) Act, 1986 subject to implementation of the

following special, specific and general conditions:

PART-A: SPECIAL CONDITIONS:

1. The Proponent shall provide minimum parking area as required under the provisions of
G.O.Ms.No. 168, of MA& UD Department, GoAP, dt.07.04.2012 ot as per NBC or

committed in the EMP whichever is higher.

2. The proponent shall provide the Sewage Treatment Plant (STP) of 80 KLD. As the treated

efflulntls proposed fbr recycle, the suitable disinfection system is to be provided in addition

to the STP proposed in the EMP.
3. Dual plumbing system to be provided for reuse of the treated effluent for flushing and other

purposes.
4.

5.

Solar E to be planned to utilize 4l-19-4!!

The with earth quake resistance and resisting other

natural hazards.
6. The proponent shall use.only fly ash based products for construction, such as cement or

conciete, fly ash bricks oitiles or-layTy ash bricks, or bricks, blocks ortiles or cement fly
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ash bricks or blocks or similar products or a combination or aggregate of them as required

undtr MOEF notification S.O.763(E) d 14.9.1999 amended thereof.

7. Provision for Rain Water Harvesting (RWH) is to be made for collection, usage and also for
ground water table maintenance.

8. The proponent shall use only LED lights in the common areas and internal roads.
g. The proponent shall obtain required clearances if any from all regulatory Departments

including Fire Department, before starting the construction.
10. The proponent shall develop green belt in an area not less than 10% of plot area in addition to

green belt in set-back areas.

PART-B SPECIFIC CONDITIONS:

I. CONSTRUCTION PHASE:

ll.

ut.

Provision shall be made for the housing of the construction labour within the site

with all necessary infrastructure and facilities such as safe drinking water, fuel for
cooking, mobile toilets, mobile STP, medical health care, crdche etc., The housing
may be in the form of temporary structures to be removed after the completiop of
the project. The safe disposal of wastewater and solid wastes generated during the
construction phase should be ensured.

A First Aid Room shall be provided in the project both during construction and

operation of the project.

All the topsoil excavated during construction activities should be stored for use in
horticulture/landscape development within the proj ect site.

Disposal of muck during construction phase should not create any adverse effect on
the neighbouring communities and be disposed taking the necessary precautions for
general safety and health aspects of people, only in approved sites with the approval
of competent authority.

Soil and ground water samples will be tested to ascertain that there is no threat to
ground water quality by leaching of heavy metals and other toxic contaminants.

Construction spoils, including bituminous material and other hazardous materials,
must not be allowed to contaminate watercourses and the dump sites for such
material must be secured so that they should not leach into the ground water.

Any hazardous waste including hiomedical waste, if any, should be disposed of as

per applicable Rules & norms with necessary approvals of the Andhra Pradesh
Pollution Control Board.

The diesel generator sets to be used during construction phase should be low sulphur
diesel type and should conform to E (P) Rules prescribed for air and noise emission
standards.
Vehicles hired for bringing construction material to the site should be in good
condition and should conform to applicable air and noise emission standards and
should be operated only during non-peak hours.

Ambient noise levels should conform to the residential standards both during day
and night as notified by the MoEF&CC, GOI from time to time. Incremental
pollution loads on the ambient air and noise quality should be closely monitored
during construction phase. Adequate measures should be made to reduce ambient air
and noise level during construction phase, so as to conform to the stipulated
standards by the CPCB.

Ready mixed concrete must be used in building construction.

Storm water control and its re-use shall be as per CGWB and BIS standards for
various applications.

v.

vl.

vlt.

tv.

vut.

tx.

xl.

xn.
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xiii.

xiv.

xv.

xvl.

xvu.

KVtU.

xx.

xxl.

xtx.

Permission to draw ground water shall be obtained.from the competent Authority
prior to construction/operation of the project.

Water demand during construction should be reduced by use of pre-mixed concrete,
curing agents and other best practices referred. l

Fixtures for showers, toilet flushing and drinking should be of low flow either by
use ofaerators or pressure reducing devices of sensor based control.

Use of glass may be reduced by upto 40oh toreduce the electricity consumption and
load on air-conditioning. If necessary, high quality double glass with special
reflective coating in window is to be used.

Roof should meet prescriptive requirement as per Energy Conservation Building
Code by using appropriate thermal insulation material to fulfill requirement.

Adequate measures to reduce air and noise pollution during construction keeping in
mind CPCB norns on noise limits.

' Opaque wall should meet prescriptive requirement as per Energy Conservation
Building Code which is proposed to be mandatory for all air-conditioned spaces

.while iiis aspirational foinon-air conditioned spaces by use of appropriate thermal
insulation material to fulfill requirement.

The approval of the competent authority shall be obtained for structural safety of the
buildings due to earthquake, adequacy of fire fighting equipments, etc. as per
National Building Code including protection measures from lightening e[c.

Regular supervision of the above and other measures for monitoring should be in
place all through the construction phase, so as to avoid disturbance to the
surroundings.

II. Occupational Phase:

The installation of the Sewage Treatment Plant (STP) should be'certified by an

independent expert and a report in this regard should be submitted to the SEIAA
before the projebt is commissioned for operation. Discharge of treated sewage shall
conform to the norrns & standards of the Andhra Pradesh Pollution Control Board.
Sewage Treatment Plant should be monitored on a regular basis. No waste water
shall be discharged out side the premises until outlet is connected to public sewer
line. Till such time, the excess treated sewage, if any, is to be discharged into an
artificial pond with in the premises and can be utilized for recreational purpose.

Rain water harvesting for roof run-off and surface run-off, as plan submitted should
be implemented. Before recharging the surface run off, pre-treatment must be done
to remove suspended matter, oil and grease.

The solid waste generated should be properly collected & segregated before disposal
to the Facility. The organic waste shall be composted.

The D.G. Sets shall be provided with acoustic enclosures and adequate stack height
as per CPCB norrns. The fuel used flor the diesel generator sets should be low
sulphur diesel and should conform to E (P) Rules prescribed for air and noise
emission standards.

Any hazardous waste including biomedical waste should be disposed of as per
applicable Rules & norms with necessary approvals of the Andhra Pradesh Pollution
Control Board.

The green belt design along the periphery of the plot shall achieve attenuation factor
conforming to the day and night noise standards prescribed for residential land use

by the VtopfACC, GOI/CPCB. fh" open spaces inside the plot should be suitably
landscaped and covered with vegetation of indigenous variety. During night time the

'noise levels measured at the boundary of the building shall be restricted to the
permissible levels to comply with the prevalent regulations.

u

llt

tv

vl
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vu Incremental pollution loads on the ambient air quality, noise and water quality
should be periodically monitored after commissioning of the project.

Application of solar energy should be incorporated for illumination of, common
areas, lighting for gardens and street lighting in addition to provision for solar water
heating. A hybrid systems or fully solar, system for a portion of the apartments

should be provided by utilizing atleast 1/3'o roof area for solar energy system.

Traffic congestion near the entry and exit points from the roads adjoining the
proposed project site must be avoided. Parking should be fully internalized and no
public space should be utilized.

Adequate number of parking spaces shall be provided for visitor vehicles. Rest room
facilities should be provided for service population. The proponent shall provide
public convenience facilities such as toilets, bathrooms, waiting rooms etc. for the
drivers, workers etc. so as to maintain cleannesslhygienic conditions in the
surroundings of the project.

The proponent shall comply with Energy Conservation Practices, Energy efficient
practices and energy audit practices. Wherever feasible, green building concepts
shall be adopted. Use of solar panels may be done to the extent possible.

Adequate measures should be taken to prevent odour problem from solid waste
processing plant and STP.

PART _ C. GENERAL CONDITIONS:

This order is valid for a period of 7 years.

"Consent for Establishment" shall be obtained from Andhra Pradesh Pollution
Control Board under Air and Water Act before the start of any construction work at
site.

The proponent shall submit half-yearly compliance reports in respect of the terms and

conditions stipulated in this order & monitoring reports in hard and soft copies to the
SEIAA and Ministry's Regional office, Chennai on ltt June and 1't December of each

calendar year.

Officials from the Regional Office of MoEF&CC, Chennai who would be monitoring
the implementation of environmental safeguards should be given full co-operation,
facilities and documents/data by the project proponents during their inspection. A
complete set of all the documents shall be submitted to the CCF, Regional Office,
MoE&F, Chennai.

In the case of any change (s) in the scope of the project, the project would require a

fresh appraisal by this SEIAA. No further expansion or modifications in the project

shall be carried out without prior approval of the SEIAA, AP.

The project proponent shall submit the copies of the environmental clearance to the

Heads of local bodies, Panchayats and Municipal Bodies in addition to the relevant

offices of the Government who in turn has to display the same for 30 days from the

date ofreceipt.

The proponent shall obtain clearance from Fire Department. A11 other statutory

clearances shall be obtained, as applicable by project proponents from the competerit
authorities.
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